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SALES DEPARTMENT 0800 171 2909 TECHNICAL SUPPORT 0800 171 2908

T
C

H
 T

E
C

H
N

O
LO

G
Y

 2
0

1
8

, 
©

 H
äf

el
e 

U
.K

. 
Lt

d
 2

0
1

8
. 

D
im

en
si

o
na

l d
at

a 
no

t 
b

in
d

in
g

. 
W

e 
re

se
rv

e 
th

e 
rig

ht
 t

o
 a

lte
r 

sp
ec

ifi
ca

tio
ns

 w
ith

o
ut

 n
o

tic
e.

Section 10 210A
Page

HÄFELE CONCEALED RUNNERS
Undermounted concealed runners with integrated soft and self closing mechanism

Length Extension length Cabinet length Cat. No.

30 kg carrying capacity

270 mm 258 mm 288 mm 433.03.141 

300 mm 288 mm 318 mm 433.03.142

350 mm 338 mm 368 mm 433.03.143

400 mm 388 mm 418 mm 433.03.144

450 mm 438 mm 468 mm 433.03.145

500 mm 488 mm 518 mm 433.03.146

550 mm 538 mm 568 mm 433.03.147

  Cat. No.

Adjustment clips 433.03.190 

Häfele Concealed undermount drawer runners, full extension

> Undermounted

> 30 kg carrying capacity

> With integrated soft and self closing mechanism (oil dampers)

> Front fixing clips are included

> Galvanized steel

> Order qty:  Multiples of 1 pair
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Additional front fixing clips, 1D

> Additional/replacement parts, for use with undermount runners

> Screw fixing

> Plastic

> Order qty:  Multiples of 10 pairs
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Internal cabinet widthInternal cabinet width

51.1 51.1

T=19 T=19

Max. drawer width = internal cabinet width 
- 49 mm + 2x drawer side thickness of T = 19 mm
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Installation

Drilling pattern

Cabinet front


